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IP stands for Ingress Protection which is a classification of the degree of 
protection provided against the intrusion of solid objects; dust, 
accidental contact and water. 

 

L.E.D stands for Light Emitting Diode which are solid-state semiconductor devices that convert electrical energy directly into light. Our L.E.D products 
have a rated life span of between 50,000 hours ς 100,000 hours. L.E.D lights will save you money on both your electricity bill and maintenance costs. 

Level Protected 
Against 

Details 

1 >50mm Any large surface of the body, such as the back of a 
hand, but no protection against deliberate contact 
with a body part. 

2 >12.5mm Fingers or similar objects  

3 >2.5mm Tools, thick wires, etc.  

4 >1mm Most wires, screws, etc.  

5 Dust 
Protected 

Ingress of dust is not entirely prevented but it must 
not enter in sufficient quantities to interfere with 
satisfactory operation of the equipment. Complete 
protection against contact.  

6 Dust Tight No ingress of dust, complete protection against 
contact.  

Level Protected Against Details 

0 Not Protected 

1 Dripping Water Dripping water (vertically falling drops) shall have 
no harmful effect. 

2 Dripping Water when 
tilted up to 15° 

Vertically dripping water shall have no harmful 
effect when the enclosure is tilted at an angle up 
to 15° from its normal position.  

3 Spraying Water Water splashing as a spray at any angle up to 60° 
from the vertical shall have no harmful effects. 

4 Splashing Water Water splashing against the enclosure from any 
direction shall have no harmful effects. 

5 Water Jets Water projected by a nozzle against the enclosure 
from any direction shall  have no harmful effects. 

6 Powerful Water Jets Water projected in powerful jets against the 
enclosure from any direction shall have no 
harmful effects. 

7 Immersion up to 1m Ingress of water in harmful quantities shall not be 
possible when the enclosure is immersed in water 
under defined conditions of pressure and time (up 
to 1m submersion) 

8 Immersion beyond 1m The equipment is suitable for continuous 
immersion in water under conditions which shall 
be specified by the manufacturer. Normally, this 
will mean that the equipment is hermetically 
sealed. However, with certain types of equipment, 
it can mean that water can enter but only in such 
a manner that produces no harmful effects. 

The second digit indicates protection of the equipment inside the enclosure against 
harmful ingress of water. 

The first digit indicates the level of protection that the enclosure provides against 
access to hazardous parts and the ingress of solid foreign objects. (Dust, solid 
objects, accidental contact) 

EMC or C-tick 
9a/ ǎǘŀƴŘǎ ŦƻǊ Ψ9ƭŜŎǘǊƻƳŀƎƴŜǘƛŎ /ƻƳǇƭƛŀƴŎŜΩΦ  
The EMC certification aims to minimise electromagnetic interference from  
electrical and electronic products, vehicles and devices with internal 
combustion engines, that may diminish the performance of electrical 
products or disrupt essential communications. 



Product & Application 

*Prices are subject to change 

LED flexible strips have thousands of applications. They are powered by both 12V DC 

and 24V DC. Simply use a transformer to connect with the common 240V AC power. 

Flexible strips are available in single colour or RGB colour changing. They are perfect 

for DIY projects as they come with connectors and can be cut in varies places. Its 

very discreet dimensions make it ideal for installation into tight spaces, joinery, cove 

lighting, display lighting, signage applications and many more. 

 
 

Applications: 
Under cabinet lighting 
Vehicles 
Boats 
Run way lighting 
Display boxes 
Balcony Lighting 
Kitchen lighting 
Signage 
Staircases 
Vending Machines 



LED RGB Waterproof Strip Lighting  

*Wholesale pricing available 

Price incl GST: $25.10 per 
metre 

Archi Flex Strip RGB 
 
Wattage: 5.8W p/m 
Voltage: 24V DC 
Beam Angle: 120° 
LED pieces/diodes: 28 p/m 
Lifespan: 50,000 hours 
IP rating: 68 
Operating Temperature:- 40° to 60°C 
Weight: 125 g 
Warranty: 3 years 
Cuttable every 7 LED pcs 
Dimensions: 11.8 x 17 mm 

Price incl GST: $52.10 

SC-WC10 
 
RGB Controller Specifically used 
with SC-AF01-RGB-24 
22 Changing patterns and 
speed  
Wattage: 210W Max 
Voltage: 24V DC 
IP Rating: 65 
Dimensions: 190 x 95 x 55 mm 

Price incl GST: $4.50 

L Connector for AF01-RGB 
 
L Shape Connector for Archi 
Flex 

Archi Flex 



LED Single Colour Waterproof Strip Lighting 

*Wholesale pricing available 

SC-AF01-R/Y/B/G/P/U/W/WW 
 
Archi Flex Strip 
 
Wattage: 2.9W p/m 
Voltage: 24V DC 
Beam Angle: 120° 
LED pieces/diodes: 42 p/m 
Lifespan: 50,000 hours 
IP rating: 68 
Operating Temperature:- 40° to 60° 
Weight: 125 g 
Warranty: 3 years 
Cuttable every 7 LED pcs 
Colour: Red, yellow, blue, green, pink, purple, 
cool white, warm white 
Dimensions: 6 x 11.8 mm 

Price incl GST: 
Red: $17.15 p/m 
Blue: $17.15 p/m 
Yellow: $18.05 p/m 
Purple: $36.05 p/m 
Green: $17.50 p/m 
Pink: $36.05 p/m 
Cool White: $21.75 p/m 
Warm White: $21.75 p/m 

Archi Flex 


