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L.E.D’s & IP Rating  

IP stands for Ingress Protection which is a classification of the degree of 
protection provided against the intrusion of solid objects; dust, 
accidental contact and water. 

 

L.E.D stands for Light Emitting Diode which are solid-state semiconductor devices that convert electrical energy directly into light. Our L.E.D products 
have a rated life span of between 50,000 hours – 100,000 hours. L.E.D lights will save you money on both your electricity bill and maintenance costs. 

Level Protected 
Against 

Details 

1 >50mm Any large surface of the body, such as the back of a 
hand, but no protection against deliberate contact 
with a body part. 

2 >12.5mm Fingers or similar objects  

3 >2.5mm Tools, thick wires, etc.  

4 >1mm Most wires, screws, etc.  

5 Dust 
Protected 

Ingress of dust is not entirely prevented but it must 
not enter in sufficient quantities to interfere with 
satisfactory operation of the equipment. Complete 
protection against contact.  

6 Dust Tight No ingress of dust, complete protection against 
contact.  

Level Protected Against Details 

0 Not Protected 

1 Dripping Water Dripping water (vertically falling drops) shall have 
no harmful effect. 

2 Dripping Water when 
tilted up to 15° 

Vertically dripping water shall have no harmful 
effect when the enclosure is tilted at an angle up 
to 15° from its normal position.  

3 Spraying Water Water splashing as a spray at any angle up to 60° 
from the vertical shall have no harmful effects. 

4 Splashing Water Water splashing against the enclosure from any 
direction shall have no harmful effects. 

5 Water Jets Water projected by a nozzle against the enclosure 
from any direction shall  have no harmful effects. 

6 Powerful Water Jets Water projected in powerful jets against the 
enclosure from any direction shall have no 
harmful effects. 

7 Immersion up to 1m Ingress of water in harmful quantities shall not be 
possible when the enclosure is immersed in water 
under defined conditions of pressure and time (up 
to 1m submersion) 

8 Immersion beyond 1m The equipment is suitable for continuous 
immersion in water under conditions which shall 
be specified by the manufacturer. Normally, this 
will mean that the equipment is hermetically 
sealed. However, with certain types of equipment, 
it can mean that water can enter but only in such 
a manner that produces no harmful effects. 

The second digit indicates protection of the equipment inside the enclosure against 
harmful ingress of water. 

The first digit indicates the level of protection that the enclosure provides against 
access to hazardous parts and the ingress of solid foreign objects. (Dust, solid 
objects, accidental contact) 

EMC or C-tick 
9a/ ǎǘŀƴŘǎ ŦƻǊ Ψ9ƭŜŎǘǊƻƳŀƎƴŜǘƛŎ /ƻƳǇƭƛŀƴŎŜΩΦ  
The EMC certification aims to minimise electromagnetic interference from  
electrical and electronic products, vehicles and devices with internal 
combustion engines, that may diminish the performance of electrical 
products or disrupt essential communications. 



Product & Application 

*Prices are subject to change 

 

L.E.D I-Panel’s are designed for both commercial and household applications.  It is designed to fit directly 

into standard drop ceilings, installed into recessed cut ins, surface mounted or hung. L.E.D I-Panel’s can 

also be applied to walls as additional light sources and decorative illumination. 

They last significantly longer (up to 50,000 hours) than fluorescent tubes, consumes less power, provides 

smooth consistent white light and is not toxic to the environment.  Another benefit of the I-Panel is the 

light emits evenly across the entire panel surface and provides balanced illumination without glare. 

Applications: 

Offices 

Commercial Buildings 

Hospitals 

Schools 

Shopping Centres 

 



300 x 300 I Panel  
 AT-PAL-0303- 

Wattage: 8W 
Voltage: 240V AC 
Lumens: 640 – 720 lm 
Colour Temperature: Warm white, natural white, 
cool white 
Lifespan: 50,000 hours 
IP Rating: 20 
Operating Temperature: -20° to 45°C 
Weight: 0.7 kg 
Warranty: 3 years 
Dimensions: 295 x 295 x 85 mm   

Wattage: 16W 
Voltage: 240V AC 
Lumens: 1280 - 1440 
Colour Temperature: Warm white, natural white, 
cool white 
Lifespan: 50,000 hours 
IP Rating: 20 
Operating Temperature: -20° to 45°C 
Weight: 0.7 kg 
Warranty: 3 years 
Dimensions: 295 x 295 x 85 mm 

Prices incl GST: 
8W: $162.95 
16W: $182.95 

*Wholesale pricing available 



600 x 600 I Panel 
AT-PAL-0606 

Wattage: 45W 
Voltage: 240V AC 
Lumens: 3600 – 4000 lm 
Colour Temperature: Warm white, natural 
white, cool white 
Lifespan: 50,000 hours 
IP Rating: 20 
Operating Temperature: -20° to 45°C 
Weight: 4kg 
Warranty: 3 years 
Dimensions: 595 x 595 x 100 mm 

Prices incl GST: 
45W: $519.55 
60W: $561.80 

Wattage: 60W 
Voltage: 240V AC 
Lumens: 4800 – 5400 lm 
Colour Temperature: Warm white, natural 
white, cool white 
Lifespan: 50,000 hours 
IP Rating: 20 
Operating Temperature: -20° to 45°C 
Weight: 4kg 
Warranty:  3 years 
Dimensions: 595 x 595 x 100 mm 
 

*Wholesale pricing available 



1200 x 300 I Panel 
AT-PAL-0312 60W 
Wattage: 60W 
Voltage: 240V AC 
Lumens: 4800 – 5400 lm 
Colour Temperature: Warm white, natural 
white, cool white 
Lifespan: 50,000 hours 
IP Rating: 20 
Operating Temperature: -20°  to 45°C 
Weight: 3.6kg 
Warranty: 3 years 
Dimensions: 295 x 1195 x 100 mm Price incl GST: 

$577.55 

*Wholesale pricing available 



1200 x 600 I Panel 
AT-PAL-0612 

Wattage: 60W 
Voltage: 240V AC 
Lumens: 4800 – 5400 lm 
Colour Temperature: Warm white, natural white, 
cool white 
Lifespan: 50,000 hours 
IP Rating: 20 
Operating Temperature: -20° to 45°C 
Weight: 7 kg 
Warranty: 3 years 
Dimensions: 595 x 1195 x 100 mm 

Wattage: 80W 
Voltage: 240V AC 
Lumens: 6400 – 7200 lm 
Colour Temperature: Warm white, natural white, 
cool white 
Lifespan: 50,000 hours 
IP Rating: 20 
Operating Temperature: -20° to 45°C 
Weight: 7 kg 
Warranty: 3 years  
Dimensions: 595 x 1195 x 100 mm 
 

Prices incl GST: 
60W: $843.90 
80W: $943.95 

*Wholesale pricing available 


